
Ubiquiti UniFi Protect – Segurança Vídeo Simples e Escalável
 

Os sistemas e câmeras de videovigilância da Ubiquiti UniFi Protect são adequados a uma grande variedade de 
aplicações, desde espaços menores a áreas maiores como armazéns onde a destreza da câmera é fundamental.

As câmeras desta gama são fáceis de operar e gerir com o software UniFi Protect video e têm uma resolução 
nítida de video de 1080p assim como a vantagens de vigilância diurna e noturna com os LEDs infravermelhos e 
IR cut �lter automático.

O UniFi Protect é uma plataforma de software e hardware altamente escalável, com inúmeras funcionalidades. 
Expanda a videovigilância em rede com centenas de câmeras de vídeo para interiores e exteriores, para difer-
entes locais.

As Cameras UniFi Video G4 e G5 representam a futura geração de cameras concebidas para utilizar 
o sistema de gestão de video vigilância UniFi. Veja a tabela abaixo para comparar características.

Modelo

Ubiquiti UniFi Video 
Camera G5 Bullet

Ubiquiti UniFi Video 
Camera G5 Dome

Ubiquiti UniFi Video 
Camera G4 Pro

Ubiquiti UniFi Video 
Camera G4 Bullet

Ubiquiti UniFi Protect 
G4 Dome Camera

Ambiente

Indoor/Outdoor - 
IPX4/IK04

Resolução

2K (2688x1512)

Video 
Codec

H.264

Frame 
Rate

30 FPS 5MP CMOS Sensor

Lentes Mic Modo noturno Wireless Power

IR LED with IR 
Cut Filter

POE

Indoor/Outdoor - 
IPX4/IK08

Indoor/Outdoor - 
IP67

Indoor/Outdoor - 
IPX4, IK04

Indoor/Outdoor 
IPX4, IK08

2K (2688x1512)

4K (3840x2160)

4MP (2688x1512)

4MP (2688x1512)

H.264

H.264

H.264

H.264

30 FPS

24 FPS

24 FPS

24 FPS

5MP CMOS Sensor

F4.24 - 12.66mm; 
F/1.53 -F/3.3

5 MP CMOS 
Sensor, Fixed Focal 

Length

5 MP CMOS 
Sensor, Fixed Focal 

Length

IR LEDs with 
Mechanical IR Cut 

Filter

IR LED with IR 
Cut Filter

Light Sensor, IR LED 
Illumination and IR 

Cut Filter

Light Sensor, IR LED 
Illumination and IR 

Cut Filter

POE

802.3af/802.3at or 
UniFi PoE Switch

802.3af PoE

802.3af PoE, 
44-57VDC, 

0.114-0.088A

Ubiquiti UniFi 
Protect G4 Doorbell

Ubiquiti UniFi Protect 
G4 PTZ Pan-Tilt Zoom 
Camera

Ubiquiti UniFi Video 
Camera G3 PRO

Ubiquiti UniFi Video 
G3 Flex

Ubiquiti UniFi Protect 
G3 Instant Video 
Camera

Indoor/Outdoor 
IPX4

HD (1600x1200) H.264 30 FPS
5 MP CMOS Sensor, 
Fixed Focal Length

IR LED Illumination 
and IR Cut Filter

16-24VAC, 20VA

Indoor/Outdoor - 
IP66

4K (3840x2160) H.264 24 FPS
Sony 4K(8MP)1/1.8" 
CMOS Sensor, 22x 

Optical Zoom

IR LED Illumination 
and IR Cut Filter 802.3bt PoE++

Indoor/Outdoor 
1080p Full HD 
(1920x1080) H.264 30 FPS

3X Powered Zoom 
Lens, 3-9 mm, f/1.2 

- f/2.1

IR LED Illumination 
and IR Cut Filter

802.3af/802.3at/24V 
Passive PoE

Indoor 

Indoor 
1080p Full HD 
(1920x1080)

1080p FHD 
(1920x1080)

H.264

H.264

30 FPS

25 FPS EFL 3.4 mm, f/1.2

2 MP CMOS Sensor, 
EFL 2.8 mm, f/2.0

IR LEDs with 
Mechanical IR Filter

IR LED Illumination 
and IR Cut Filter

802.3af PoE

2A USB Power 
Adapter, Instant 802.3
af PoE to USB Adaptor
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